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Un nido di luce che proietta un fascio asimmetrico, ricercato e scenografico.
Nest & un incasso orientabile sui due assi completo di sorgente LED ad alta
efficienza a tecnologia Chip On Beard. Realizzato in alluminio pressofuso verni-
ciato a polvere epossipoliestere stabilizzata ai raggi UV, I'apparecchio & dotato
di lente e parabola in alluminio superpuro 99,9% con fascio da 40°, di schermo
di protezione in vetro trasparente e di driver. Disponibile a richiesta parabola
con fascio da 15° e 24°. Possibilita di richiedere il prodotto in versione dimme-
rabile ed emergenza tipo SA (autonomia 1h). Il grado di protezione contro la
penetrazione di polvere, corpi solidi e liquidi & IP43.

A nest of light which casts a refined asymmetric beam. Nest is an adjustable
recessed luminaire equippsd with a Chip On Board technology high efficiency
LED light source. It is made from epoxy powder coated finish die-cast alumi-
num stabilized with UV rays. Provided with transparent screen, lens and a 36°
reflector (15%and 24° on request) made from supsr pure 99.9% aluminum.
Driver included. Dimmable version and SA emergency version (1hr of autono-
my) available on request. The degree of protection against the penetration of
dust, solid objects and liquids is IP43.
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NEST 146

codice W Lm (3000K) lifetime:

5666.12... 12 1885 75.000h  L80/B10
5666.17... 17 2615 75.000h  L80/B10
5666.21... 21 3083 60.000h  L80/B10

/DIMM2 dimmerabile protocollo DALI

/DIMMB dimmerabile switch-DIM

/DIMM4 dimmerabile tramite APP CASAMBI
JEM emergenza

@ arichiesta / on request

= LED

incluso / included

40° (arichiesta 15° e 24°) / (15° and 24° on request)
.30 per 3000K / .40 per 4000K

43

>80 (a richiesta CRI93 e CRI97) / (CRI9Z and CRI7 on request)

- Nero opaco / Matt black

Bianco satinato / Frosted white
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NEST 160

codice W Lm (3000K) lifetime:

5667.17... 17 2615 75.000h  L80/B10
5667.25... 25 3530 75.000h  L80/B10
5667.28... 28 4052 60.000h  L80/B10

/DIMM2 dimmerabile protocollo DALI

/DIMMB dimmerabile switch-DIM

/DIMM4 dimmerabile tramite APP CAS A MBI
JEM emergenza

@ arichiesta / on request

=S LED

incluso / included

40° (arichiesta 15° @ 24°) / (15° and 24° on request)
.30 per 3000K / .40 per 4000K

43

>80 (a richiesta CRIG e CRIT) / (CI9S and CAI7 on requesi)

— Nero opaco / Matt black
- Bianco satinato / Frosted white
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